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Brueghel
ø100 and 133 Low glare ceiling light fitting

The Brueghel is fitted with a high performance low-glare louvre

offering UGR≤19, providing a must-have solution for spaces

requiring high lighting comfort levels in all directions. As pendant

light in an office or library, opt for the transparent, reflective,

high-strength glass version. The composite IK10 diffuser and its

removable plug offer a robust, reliable and easy-to-install option

for classrooms or station platforms.
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Brueghel
ø100 and 133 Low glare ceiling light fitting

Pendant light fitting,
borosilicate glass housing
CRI 90, 3000 K

Ø (mm) Flux (lm) L (mm) Designation Code Watt

100 2100 1007 BRUEGHEL 100 S 1000 2100-930 CL1 CRS PY SUSP 42240002 21

2800 1307 BRUEGHEL 100 S 1300 2800-930 CL1 CRS PY SUSP 42240003 27

3500 1607 BRUEGHEL 100 S 1600 3500-930 CL1 CRS PY SUSP 42240004 34

133 2400 987 BRUEGHEL 133 S 1000 2400-930 CL1 CRS PY SUSP 42340002 24

3200 1287 BRUEGHEL 133 S 1300 3200-930 CL1 CRS PY SUSP 42340003 30

4000 1587 BRUEGHEL 133 S 1600 4000-930 CL1 CRS PY SUSP 42340004 37

Please order with pre-cabling

Pre-cabling
Braided tinned copper cable

Cord length (m) Designation Code

3 CABL OPVC-BRAID 3M 3G1.5 CAB0008

Ceiling light fitting with co-
extruded housing and
disconnectable plug
CRI 80, 3000 K

Ø (mm) Flux (lm) L (mm) Designation Code Watt

100 2100 1007 BRUEGHEL 100 S 1000 2100-830 CL1 PS3 42240005 18

2800 1307 BRUEGHEL 100 S 1300 2800-830 CL1 PS3 42240006 23

3500 1607 BRUEGHEL 100 S 1600 3500-830 CL1 PS3 42240007 29

133 2400 987 BRUEGHEL 133 S 1000 2400-830 CL1 PS3 42340005 20

3200 1287 BRUEGHEL 133 S 1300 3200-830 CL1 PS3 42340006 25

4000 1587 BRUEGHEL 133 S 1600 4000-830 CL1 PS3 42340007 31

Options End caps & fixing straps finish

End caps & straps painted Coal
RAL7021

Aluminium gear unit cover

Silver
Copper
Brass
Petrol

COAL

CRS
CRC
CRB
CRP

Fixing straps

Fixing straps
Fixing straps with HSHC screw

Materials

Coextruded
polycarbonate/PMMA housing for
Indoor/Outdoor use (650°)
Polycarbonate housing (960°C)
Borosilicate glass housing (non-
flammable)

-
BRV

-
PO

PY

Color temperature

2700K
3000K
4000K

Tunable White

Tunable White (2700 to 6500K)

Lighting management

Electronic gear unit for DALI
dimming
Electronic gear unit for push
button
Switch-off warning function (for
sensor/timer)
Casambi Bluetooth control

Electrical class

Class I
Class II

827/927
830/930
840/940

TW

RD

RS

RC
RB

CL1
-
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Brueghel
ø100 and 133 Low glare ceiling light fitting

Accessories
To be ordered separately

Stainless steel cable plate kit
(IP40)

17500020 Pre-cabling 3m 3G1.5 (3 wires)
Braided tinned copper cable

CAB0008

Pre-cabling 3m 5G1.5 (5 wires)
Braided tinned copper cable

CAB0011

Casambi ready wall switch

Please, contact us

Specification

Photometry

ULR = 0%
FC3 = 100%

Technical characteristics

Light source High-efficiency removable LED module (3 SDCM)
50 000 h L80/B10 at 25°C
Photobiological hazard : None (RG0)

Optics Low glare louvre with reflector and louvres in high performance aluminium

Lighting comfort Very low glare: UGR ≤19
Very low luminance, work on screen compatible: L65°=1500cd/m².
Longitudinal glare control: 30° in Ø100, 40° in Ø133, transversal glare control: 30°

Control gear Constant current driver (non-dimmable)

Supply voltage 220-240V 50/60Hz

Electrical class Class I

Operating temperature -20°C to +35°C

Easy intallation and maintenance

Connection Pre-wired version : Stripped free end
Version with 3-pole plug : disconnectable plug for Ø 8 to 10 mm cable (3 × 1.5 mm²)

Mounting 2 stainless steel fixing straps (with variable centre distance)
Pendant version : provided with 2 suspension kits and 3 m of steel wire

LED engine
maintenance

Maintenance by releasing the 2 closing screws, removing the end cap and extracting the gear tray
Easily removable LED modules and driver

Materials

Housing Borosilicate glass (IK07), high transparency, scratch-resistent and non-flammable or Co-extruded
polycarbonate/PMMA for inside/outside use (IK10, 650°C), according to the version

End caps and fixing
straps

304L stainless steel

Standards

Waterproofness IP66, IP68, IP69K

Resistance to IK shocks IK07 / IK10, according to the version

Fire resistance Non-flammable /650°C, according to the version
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